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front tErminAls
usB 1 in for usB drive ›

phones 1 out ›

rEAr tErminAls
HDmi 4 in ›

HDmi 1 out ›

AV (composite) 2 in ›

Audio 1 in (assignable) ›

Digital coaxial 1 in (assignable) ›

Digital optical 1 in (assignable) ›

monitor composite 1 out ›

preout 0.1ch (sW) ›

speaker 5 ch out (front, cEntEr,  ›
surrounD)

spEcificAtions
power requirements: Ac 220-230 V,  ›
50/60 Hz

power consumption: 415 W ›

Dimensions (W x H x D):   ›
435 x 168 x 331.5 mm

Weight: 8.3 kg ›

Specifications and design subject to modification without notice.
PIONEER and the Pioneer logo are registered trademarks of Pioneer Corporation.
The impedances indicated are actual values that speakers can present to an amplifier while playing back 
music. They do not refer to the nominal rated impedances of speakers you use.
HDMI connection may not allow transmission of copyright protected material, depending on the capability 
of the signal source.
The terms HDMI and HDMI High-Definition Multimedia Interface, and the HDMI Logo are trademarks or 
registered trademarks of HDMI Licensing LLC in the United States and other countries.
Dolby, Pro Logic, and the double-D symbol are registered trademarks of Dolby Laboratories.
DTS, DTS-HD, the Symbol, & DTS or DTS-HD and the Symbol together are registered trademarks of DTS, Inc.
©DTS, Inc. All Rights Reserved.

The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of 
such marks by PIONEER CORPORATION is under license.
“x.v.Color” is a trademark of Sony Corporation. 
©2013 CSR plc and its group companies. The aptX® mark and the aptX logo are trade marks of CSR plc or 
one of its group companies and may be registered in one or more jurisdictions.
Phase Control is a trademark placed on a product with Pioneer’s Phase Control Technology concept. The 
technology enables high-grade sound reproduction environment by improving the phase matching for each 
of the components.

connEctions
REAR PANEL

intEGrAtED tEcHnoloGiEs

VSX-430-K/SYXEV8

5.1-Channel AV Receiver with Ultra HD (4K/60p) Pass-through with HDCP 2.2, 
Phase Control, Dolby® True HD, DTS-HD, Built-in Bluetooth® Wireless 
Technology, and ECO ModeVSX-430-K


